
(2) 5.060
5.034 9.0

SLIP FIT 5 DOWEL 
(SEE NOTE 4)

B.C.  74
PAIRS EQUALLY 
SPACED
(SEE NOTE 4)

(6) M5X0.8 9.0

37±0.025

71.306±0.025

7.5±0.13 THRU
(SEE NOTE 5)

13.860±0.025

10°
20°

(Typ.)

NOTES:
1.  MOUNTING AND TOOL ADAPTER MADE OF ALUMINUM.
     TRANSDUCER MADE OF HARDENED STAINLESS STEEL.
2.  USE M5 TAPPED HOLES AND DOWEL PIN HOLES FOR 
     MOUNTING ADAPTER AND TOOL ADAPTER INTERFACING.
3.  WARNING: DO NOT LOOSEN OR REMOVE INTERFACE
     PLATES DUE TO POTENTIAL DAMAGE
4.  DO NOT EXCEED INTERFACE DEPTH, MAY CAUSE DAMAGE
5.  DO NOT ALLOW ITEMS PASSING THROUGH TO CONTACT
     EITHER SIDE OF TRANSDUCER.  CONTACT WILL AFFECT
     READING ACCURACY.
6.  WARNING: DO NOT LOOSEN OR REMOVE CABLE 
     DUE TO POTENTIAL DAMAGE.
7.  CONNECTOR (NOT SHOWN) HAS 17mm DIAMETER AND IS 67.5mm LONG.
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27±0.025

40°

40°
(Typ.)

(SEE NOTE 4)
SPACED
PAIRS EQUALLY 
B.C. 54
(6) M5X0.8  6.5

70°

-Z +Z +Y

+X

-X

-Y

TOOL SIDE

SENSING REFERENCE
FRAME ORIGIN

CABLE EXIT

ISOMETRIC VIEW

Mini85 Transducer 9230-05-1277-051031 Goodworth Drive, Apex, NC 27539, USA
Tel: +1.919.772.0115      Email: info@ati-ia.com
Fax: +1.919.772.8259      www.ati-ia.com
ISO 9001 Registered Company


	Sheet1
	Drawing View3
	Drawing View4
	Drawing View5
	Drawing View6


